
MX-1204PSStereo Mixing 

Console

q 주요기능

Ø 10ch MONO INPUT, 2 STEREO INPUT

Ø MASTER 1-2, MAIN L/R

Ø 15-BAND LEVEL DISPLAY

Ø LOW CUT FILTER & 3 BAND TONE CONTROL(HIGH, MID, LOW)

Ø USB / SD CARD , MP3 PLAY

Ø L/R, GR SELECT SWITCH, ON SWITCH

Ø 48BIT STEREO DIGITAL SIGNAL PROCESSOR (256 PROGRAM)

Ø INCLUDING RACK INSTALL BRACKET
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q Specification

OUTPUT

MASTER L/R OUT +4 dBm @ 600 Ω

MONITOR OUT +4 dBm @ 600 Ω

GROUP OUT +4 dBm @ 600 Ω

AUX SEND +4 dBm @ 600 Ω

REC OUT -10 dBv @ 10 ㏀

SENSITIVITY

MIC IN -50 ㏈/600 Ω

LINE IN(MONO) -20 ㏈/47 ㏀

LINE IN(ST) -20 ㏈/47 ㏀

AUX RETURN -10 ㏈/47 ㏀
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TAPE IN -10 ㏈/10 ㏀

EQUALIZER

HIGH ±15 ㏈ at 12 ㎑

MID ±15 ㏈ at 250 ㎐~5 ㎑

LOW ±15 ㏈ at 80 ㎐

HPF(LOW CUT) -3 ㏈ / 75 ㎐

FREQUANCY @ ±3㏈ 20 ㎐ ~ 20 ㎑

T.H.D @ 20 ㎐ ~ 20 ㎑ ≤ 0.1% 

POWER SOURCE AC 18V, 1A (Adapter)

POWER CONSUMPTION 20W

DIMENSIONS 482(W) × 120(H) × 430(D) ㎜

WEIGHT 7.3㎏
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